DEMOLITION: KEY NOTES

EXISTING CURB/CURB AND GUTTER / VALLEY GUTTER TO BE
DEMOLISHED AND REMOVED.

+ A 2 EXISTING SIDEWALK TO BE DEMOLISHED AND REMOVED.
& 3 EXISTING AC PAVEMENT TO BE DEMOLISHED AND REMOVED.
gy 4 EXISTING STORM DRAIN PIPE TO BE DEMOLISHED AND REMOVED.
o]
" ; EXISTING IRRIGATION MAIN TO BE RELOCATED. LOCATION SHOWN
m IS APPROXIMATE. CONTRACTOR TO LOCATE PRIOR TO START OF
b SITE EXCAVATION / DEMOLITION.
Y 6 EXISTING MANHOLE TO BE DEMOLISHED AND REMOVED.
o 7 EXISTING CURB INLET TO BE DEMOLISHED AND REMOVED.
7]
£ — ] EXISTING LIGHT TO BE REMOVED (REFERENCE ELECTRICAL
» PLANS).
- ) EXISTING ELECTRICAL BOX TO BE REMOVED (REFERENCE
9 — ELECTRICAL PLANS).
G-
v 10 EXISTING IRRIGATION BOX AND LINES TO BE REMOVED.
C
° ” EXISTING LIGHT TO BE RELOCATED (REFERENCE ELECTRICAL
. PLAN).
0 " EXISTING COVERED WAITING AREA TO BE RELOCATED BY THE VA
S L STAFF.
< =7 EXISTING GAS, COMMUNICATION AND ELECTRICAL MAIN TO
« © B =\ 13 REMAIN AND BE PROTECTED DURING CONSTRUCTION. LOCATION
p -\ SHOWN IS APPROXIMATE. CONTRACTOR TO LOCATE PRIOR TO
< T START OF SITE EXCAVATION / DEMOLITION.
e . B yaln W y EXISTING TREE TO REMAIN AND BE PROTECTED DURING
© v T CONSTRUCTION.
Ee} g y
< =ﬁ§§|= " EXISTING WATER MAIN, VALVE BOX AND FIRE HYDRANT TO
o y . r_ _|| REMAIN AND BE PROTECTED DURING CONSTRUCTION.
C A
) ol " EXISTING STORM DRAIN MANHOLE TO REMAIN AND BE
I PROTECTED DURING CONSTRUCTION.
o _ oy 7 EXISTING CURB INLET TO REMAIN AND BE PROTECTED DURING
é I CONSTRUCTION.
w}g.} - 18 EXISTING WHEEL STOP TO DEMOLISHED AND REMOVED.
; A
S 19 EXISTING WHEEL STOP TO BE RELOCATED (REFERENCE SITE
* e et T TS, T T T T T T T PLAN).
» P 2 EXISTING TREE TO BE REMOVED.
o]
o]
« & ” EXISTING STORM DRAIN PIPE TO BE TEMPORARILY CAP. POINT OF
v CONNECTION TO EXISTING STORM DRAIN (REFERENCE UTILITY
S5 m PLAN).
" C 2 EXISTING STORM DRAIN PIPE TO BE PERMANENTLY CAP.
<
o ﬁ 2 REFERENCE ELECTRICAL PLANS.
v ” EXISTING IRRIGATION MAIN TO BE TEMPORARILY CAP
o (REFERENCE UTILITY PLAN FOR NEW CONNECTION)
- 2 EXISTING PARKING STALLS TO BE RE-STRIPED (REFERENCE SITE
PLAN)
4+
0 % EXISTING VALLEY GUTTER TO REMAIN PROTECTED DURING
< — CONSTRUCTION.
v 27 EXISTING SIGN TO BE DEMOLISHED AND REMOVED.
. m /10
; 28 SAWCUT LINE w
U
< [ 29 LIMITS OF DEMOLITION
n
< O ” EXISTING IRRIGATION MAIN TO REMAIN AND BE PROTECTED
T DURING CONSTRUCTION.
go 31 EXISTING LANDSCAPING TO BE DEMOLISHED AND REMOVED.
o
0’ L ]
v 0 D R EXISTING WATER STRUCTURE TO REMAIN AND BE PROTECTED.
£ Py |
N b bl " EXISTING IRRIGATION CONTROLLER TO REMAIN AND BE
O EaNg [ PROTECTED.
v Nw it u EXISTING IRRIGATION SERVICE PIPING TO BE DEMOLISHED AND
vi| v Legg REMOVED
< > 24 v oo st 47y _ = :
ol ¢ 3 EXISTING STRIPING TO BE REMOVED.
+ - - v
2 O o
O R I ¢ 3% EXISTING WATER MAIN DEMOLISHED AND REMOVED.
o _
S . ¥ . ¥ . " . - EXISTING WATER MAIN TO BE TEMPORARILY CAP (REFERENCE
) PR UTILITY PLANS)
lfé AV 38 NUMBER OF EXISTING PARKING STALL REMOVED
“ 39 THE NUMBER OF STALLS BEFORE AND AFTER CONSTRUCTION
g0 REMAINS UNCHANGED IN THIS AREA (8 SPACES). THESE
N 4 STALLS ARE NOT INCLUDED AS PART OF THE SPACES BEING
2 REMOVED ON GROUND FLOOR. (REFERENCE "PARKING NET
6 TOTALS" TABLE ON SHEET GI 100).
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